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Specifications

Parameter HT 750 HT 750 HT 750 HT 750 HT 750 HT 750 HT 750 HT 750 HT 750 HT 750 HT 750
-050 -100 -200 -500 -1000 -2000 -3000 -4000 -5000 -7500 -10000

Nominal Range (inches) ±0.05 ±0.10 ±0.20 ±0.50 ±1.00 ±2.00 ±3.00 ±4.00 ±5.00 ±7.50 ±10.00

Nominal Range (mm) ±1.25 ±2.5 ±5.0 ±12.5 ±25 ±50 ±75 ±100 ±125 ±190 ±250

Sensitivity (mV/V/.001 inch) 6.5 4.0 2.4 0.65 0.65 0.39 0.26 0.18 0.13 0.12 0.08

Sensitivity (mV/V/mm) 255 155 95 25 25 15 10 7.1 5.1 4.3 3.1

Impedance, Primary (�) 400 1000 1900 1400 1650 1875 1950 425 1050 1380 1050

Dimension “A” (inches) 1.13 1.75 2.50 5.02 6.51 10.02 12.75 15.20 17.75 22.85 30.64

Dimension “A” (mm) 28.7 44.5 63.5 127.5 165.4 254.5 323.9 386.1 450.9 580.4 778.3

Dimension “B” (inches) 0.80 1.25 1.65 3.45 3.45 5.30 6.20 6.20 6.20 7.00 9.50

Dimension “B” (mm) 20.3 31.7 41.9 87.6 87.6 134.6 157.5 157.5 157.5 177.8 241.3

Dimension “N” (inches) 0.56 0.88 1.25 2.51 3.25 5.01 6.38 7.60 8.88 11.43 15.32

Dimension “N” (mm) 14.3 22.2 31.7 63.7 82.5 127.2 161.9 193.0 225.4 290.2 389.1

Weight, Body (ounces) 0.9 1.4 1.7 2.8 3.8 5.0 7.7 9.8 11.7 16.9 20.5

Weight, Body (grams) 26 40 48 80 108 142 218 278 332 480 582

Weight, Core (ounces) 0.14 0.22 0.30 0.72 0.72 1.20 1.34 1.34 1.34 1.51 2.20

Weight, Core (grams) 4.0 6.2 8.5 20.4 20.4 34.0 41.7 41.7 41.7 42.8 62.4

General Specifications

Input Voltage:  3.0 Vrms (nominal)

Input Frequency:  2.5 - 3.3 kHz

Linearity Error:  ≤±0.25% of FRO

Repeatability Error:  < 0.01% of FSO

Hysteresis Error:  < 0.01% of FSO

Operating Temperature: -65°F to +425°F
(-55°C to +220°C)

Thermal Coefficient -0.01%/°F (nominal)
of Sensitivity: (-0.02%/°C nominal)

Vibration Tolerance:  20 g to 2 kHz

Shock Survival:  1000 g, 11 ms

马克罗传感器北京代表处
地址：北京海淀长春桥路5号12-901室
电话：010-87083686/51294688
传真：010-82561891
Email:info@macrosensors.cn
Http://www.macrosensors.com.cn
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CONNECT BLUE AND GREEN
FOR DIFFERENTIAL OUTPUT

6 #28 AWG TEFLON INSULATED LEADS 12 INCHES [300] LONG
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Ordering Information
For standard HT 750, order by model number with range 
For metric threaded core option, add -006 after model number with range 
For Teflon® bore liner option, add -010 after model number with range (not available with -080 option)
For small diameter core option, add -020 after model number with range 
For multiple options, add sum of dash numbers after model number with range 
For accessories, please visit our website at www.macrosensors.com .

All dimensions in inches [mm]

All specifications subject to change without notice.
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