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General Specifications

Input Voltage:  3.0 Vrms (nominal)

Input Frequency:  2.5 to 3.0 kHz

Linearity Error:  <±0.25% of FRO

Repeatability Error:  <0.000025 inch 
(0.6 µm)

Operating Temperature: -65°F to +400°F
(-55°C to +200°C)

Thermal Coefficient -0.01%/°F (nominal)
of Sensitivity: (-0.02%/°C nominal)

马克罗传感器北京代表处
地址：北京海淀长春桥路5号12-901室
电话：010-87083686/51294688
传真：010-82561891
Email:info@macrosensors.cn
Http://www.macrosensors.com.cn
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GHSTAR 750 Series Technical Bulletin 2005

Ordering Information
Order by model number with range
For accessories and compatible signal conditioners, please visit our website at www.macrosensors.com .

All dimensions in inches [mm]

Specifications

Parameter

GHSTAR 750 GHSTAR 750 GHSTAR 750 GHSTAR 750 GHSTAR 750 GHSTAR 750

-050 -125 -250 -500 -1000 -2000

Nominal Range (inches) ±0.050 ±0.125 ±0.25 ±0.50 ±1.00 ±2.00

Nominal Range (mm) ±1.25 ±3.0 ±6.3 ±12.5 ±25.0 ±50.0

Sensitivity (mV/V/.001 in) 6.1 3.9 2.5 0.65 0.61 0.37

Sensitivity (mV/V/mm) 240 153 98 26 24 14

Primary Impedance (�) 325 735 1400 1200 1250 2150

Pretravel (inches) 0.12 0.13 0.10 0.10 0.05 0.02

Pretravel (mm) 3.0 3.3 2.5 2.5 1.3 0.5

Overtravel (inches) 0.12 0.13 0.10 0.10 0.05 0.02

Overtravel (mm) 3.0 3.3 2.5 2.5 1.3 0.5

Dimension “A” (inches) 4.61 5.26 6.02 10.54 12.81 20.91

Dimension “A” (mm) 117 134 153 268 322 531

Dimension “B” (inches) 3.51 4.15 4.91 9.05 10.51 16.35

Dimension “B” (mm) 89 105 125 230 267 415

Dimension “C” (inches) 1.97 2.60 3.35 5.88 7.34 10.87

Dimension “C” (mm) 50 66 85 149 186 276

Weight (ounces) 2.9 3.4 4.0 6.0 6.3 10.2

Weight (g) 82 96 113 170 179 290

Model 


